Engine Disassembly

Reccil & Flywheel Nut Remaoval
Fiywheel Removal

Fan Housing & Stalor Plate Remova
Fan & Bearing Rermoval
Crankshett Eng Seal Remaoval
Intake Manifold Remova

Cylinder Head Removal

Cylinder Removal

Pigton & Wrist Pin Removal
Crankcase Disassembly

Main Bearing Replacement
Cleaning and Ingpection
Cylinder Heads (Cleaning & Inspaction)
Cylinders {Cleaning & Inspection)
Pigton {Cleaning & Inspection)
Crankcase{Cleaning & Inspection]
Crankenaft{Cloaning & Ingpection}
Measuring Cylinder Trueness
Piston Skirl{Cylinder Clearance
Pigton-Ring End Gap
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16-17

17-18

18

Measuring Piston-Fin & Piston-Pin Bore |
Measuring Connecting-Rod Small End Bore
Measuring Crankshaft Runout .
Crankcase Assermbly

End Seal Installation

Pisten Instaliation

Piston Ring Installation

Cylinder Installation

Intake Manirold Ingtallation

Cylinder Hoad Gasket

Cylinder Head

Fan Housing & Impeller Bearing Assembly
Flywhael Installation

Adjust Axial Fan Belt Tension

*Engine Overhaul Procedure Summary
Recoil Starter {(Mitsui)

Hecoll Starter (Eaton)

Two-Cycle Engino Troubleshooting

16-189
19
18-20
20
20-21

23
23-25
25-26

27
27-29
30-33
34-36
37-42

*This section should be read prior ta engine overhaul
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